
The Deep Well Level Probe is designed primarily for
water well measurements. Its construction is entirely
in AISI 316L, making it compatible with the vast
majority of industrial processes. It features
microcontrolled electronics with high-quality SMD
components and incorporates exclusive temperature
compensation technology. The probe includes a
special cable with atmospheric pressure
compensation.

PRINCIPLE OF OPERATION

The piezoresistive sensor measures the level
through process pressure using a component called
a diaphragm, which is in direct contact with the fluid.
As the pressure (level) changes, the diaphragm is
displaced proportionally. A sensor located inside the
diaphragm converts this pressure (level) variation
into an equivalent electrical resistance change. A
small electronic circuit then converts this
information into a 4–20 mA current signal,
compatible with virtually all automation devices,
including PLCs, digital indicators, and others.

Depth/level measurement in wells of any
type
Industrial process control
Environmental monitoring
Power generation and transmission
Water and sanitation
Residential and commercial complexes
Hydraulics

Diameter Ø15.75 mm for ¾" piping
Non-jamming (ergonomic enclosure)
Waterproof (IP68)
High protection against surges, lightning, and
transients
Ensures higher protection level

VKL-212
Deep Well Level
Probe
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TECHNICAL
SPECIFICATIONS

DESCRIPTION

PRODUCT DETAILS

DIFFERENTIALS / KEY FEATURES

MAIN APPLICATIONS
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Yes, we upgraded our VKL-212 — what was
already good is now even better.

Installation Representation
of the Probe

Representation of the Probe’s
Inlet Tube

Internal View



TECHNICAL DATA IP68
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Stability

Material in Contact with
the Process

Overpressure

Diaphragm Material

Sensor Fill Fluid

Fluid Temperature

Ambient Temperature

Enclosure Material

Protection Rating 

Electrical Connection Type 

Communication Cable

Connection Material

Piezoresistive 

0...10MCA UNTIL 0...500 MCA

4...20mA 2-conductor

3,2...22,3mA 

8...32VDC 

<(U-8) / 0,025 A

2kHz 

Max. 24mA

( 0-99%) < 5ms

Load Resistance

Frequency Limit

Sensor Type

Measuring Range

Accuracy

Output Signal

Output Signal Limit

Power Supply

Power Consumption

Response Time

Electromagnetic
Compatibility

EN 61000-6-2: 2005
EN61000-6-3: 2005
EN61326-2-3: 2006

+/-0,25% F.E. ( Including Hysteresis and Repeatability ) 

0,1 ... 0,2%F.E. 

2 x F.E.

Stainless Steel AISI-316L

Standard Silicone (Other options available)

-40ºC ... 50ºC

-10ºC ... 80ºC  Stainless

Steel AISI-316L

IP68

Cable Gland

Shielded Cable Made of PVC or Ventilated Polyurethane

Stainless Steel AISI-316L 

Stainless Steel AISI-316L + O-Ring in FPM
(Fluorocarbon). Other material combinations available.

Protection Reverse Polarity Protection
Current Limiter



DIMENTIONAL DATA
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2-Wire PVC Cable
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INSTALLATION SCHEME

PANEL INDICATOR
MODEL: VKC-611

Power Supply
Level Probe

Red Wire: + Power Supply
Black Wire: - Output

Power Supply
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INSTALLATION SCHEME
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PANEL INDICATOR
MODEL: VKC-611

Level Probe

Red Wire: + Power Supply
Black Wire: - Output
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INSTALLATION SCHEME
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Multimeter
Reader

Power Supply
(VCC)Level Probe

Red Wire: + Power Supply
Black Wire: - Output

Power Supply



HOW TO SPECIFY
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CODE ELECTRICAL
CONNECTION

PVC CABLE

PVC CABLE

OTHERS

Specification Example: VKL-212-A-01 42-30 M

Description: Deep Well Level Probe, VKL-212 Series, electrical connection via ventilated PVC cable with atmospheric
compensation breather tube, cable length 30 meters, protection rating IP68, range 0–10 mWC, 4–20 mA two-wire
output signal.

CODE

CODE LEVEL (MCA)

OTHERS

CODE 5-conductor cable length

PROTECTION

OUTPUT
SIGNAL

POWER
SUPPLY

(2 CONDUCTER)

10 METER

20 METER

30 METER

40 METER

50 METER

100 METER

200 METER

OTHERS
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Rua Theolinda Xavier da Silveira, 255
Jd. Oliveira - Itu/SP CEP: 13312 035

(55) 11 | 4023-5782
www.velki.com.br

contato@velki.com.br

WARRANTY

Due to constant technological advancement, Velki products may be modified without prior
notice. Velki is always ready to clarify any doubts. Do not hesitate to contact us.
Warranty:
Every Velki product is manufactured according to the highest quality standards. All Velki
products come with a 1-year warranty from the date of the invoice, provided that:

1.The product is used correctly, within the limits of its technical specifications, and in
accordance with the instructions.

2.It has not suffered mechanical or electronic damage caused by accidents or misuse.
3.Its seals have not been tampered with.
Shipping costs for repairs and transportation risks (to and from) are the responsibility of
the owner. Free technical support will only be provided by the factory, located at Rua
Theolinda Xavier da Silveira, 255 Jd. Oliveira - Itu, SP, CEP 13312-035. Products with
broken seals, that have been disassembled, modified, or subjected to mechanical or
electrical overload, exceeding catalog values, or damaged due to improper mechanical or
electronic installation will lose the right to warranty.
Technical Support:
Sending instruments for repairs (under warranty or not) or for periodic or eventual
calibration must be previously communicated to Velki Technical Support, which will
define the shipping conditions and provide instructions. Shipping costs for repairs and
transportation risks (to and from) are the responsibility of the customer.
Important:
All information in this manual specifically refers to the instrument indicated. It aims to
help the customer use the product properly. These instructions do not cover all
possibilities: specific questions can and should be directed to Velki's Technical Support,
who will be happy to assist.
Attention:
In case of any malfunction, avoid attempting to repair the instrument yourself;
immediately contact Velki's Technical Support for the appropriate procedures.

In-House Manufacturing
with Specialized Team Shipping within 4 hours Custom Products

tailored to your needs
Guaranteed Smart Purchase

with Velki Consultancy


